PVC CURTAIN
PVC CURTAIN SHOULD BE CLEANED WITH SOAP AND WATER. DO NOT USE

DETERGENT OR ACID.

CONTROL THE FIXING ELEMENTS ONCE A YEAR AND IF A DAMAGE OCCURS CHANGE THESE ELEMENTS OR CALL THE SERVICE.

CONTROL THE ENGINE REDUCTOR AND SWITCH ONCE A YEAR.  IF NECESSARY CHANGE THE SCREWS OR CALL THE SERVICE.

CONTROL THE SYSTEMS LIKE RADAR, SWITCH EMERGENCY BUTTON OR PHOTOCELL.

WARNING: 

ON MANUAL USE, PRESS THE EMERGENCY BUTTON ON THE CONTROL PANEL. STOP THE DOOR’S ENERGY BY TURNING OFF THE FUSE IN THE CONTROL UNIT.

VERY IMPORTANT:

THERE SHOULDN’T BE ANY PERSON UNDER THE DOOR ON MANUAL USE. TWO PERSON IS NEEDED TO OPEN THE DOOR.

OPENING PROCEDURE

Remove the crankshaft. Place the crankshaft to engine axis.  Pull down the manual brake lock slowly. Turn the crankshaft till the pvc curtain moves up. At the end of the opening operation, leave the manual brake lock. Replace the crankshaft and be sure of that the safety contact is working.

PROCEDURE FOR PUTTING INTO USE WITH ENERGY

Before putting into use, move down the pvc curtain to the centre of the door by pulling the manual lock down slowly.

Remove the crankshaft and replace it.

After controlling the door’s safety turn on the energy. Get the emergency button normal  and push press working buton.

Problems resulting from misusage are out of our responsibility.

